
Ledwall Bposter 

SIZES

WIDTH

HEIGHT

DEPTH

60 cm

202,5 cm

43 cm

DISPLAY

POINTS

BACKLIGHTING

RESOLUTION

VIEWING ANGLE

GREYSCALE

BRIGHTNESS

CONTRAST 

RESPONSE TIME

EFFECTIVE VIEWING AREA

1.8

LED

320x1080px

160°(H) / 160°(V)

14bit

0-600cd/m2

6,000:1

 ≤0,5ms(Typ)

600x2025mm

PHYSICAL CHARACTERISTICS

WEIGHT

POWER SUPPLY

CONSUMPTION

SCREEN 

37kg

100-24V~50/60Hz

≤195W / ≤585W

83’’

TECHNICAL CHARACTERISTICS

VIDEO INTERFACE

AUDIO

CONTROL INTERFACE

TEMPERATURE

HUMIDITY

ACCESSORIES

I/O INTERFACES

HDMIx2(1in1out); USB 3.0x1

External Audio x 1 interface

RJ45x1

0°～40°14bit

10%～65%RH6,000:1

Spare parts, HDMI wire, 

Specification

HDMI OUT
HDMI IN
WIFI
COM 2
USB 3.0
COM 1
AUDIO OUT
SWITCH
SIgnal input

Is the perfect solution for those looking for an ultra-modern 
ultra-modern, high-definition display. 
Thanks to its columnar format and integrated wheels, 
it is extremely easy to move and position 
wherever it is needed.

TECHNICAL CHARACTERISTICS

Please note:

Specifications are subject to change.
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Ledwall Bposter
MAXIMUM VERSATILITY FOR EVERY INSTALLATION REQUIREMENT

Whatever the context, bposter pro adapts with extreme flexibility. 
It can be used as a stand-alone unit, for immediate impact, or combined with other modules (up to 6) to create 
spectacular video walls. For those requiring fixed solutions, the device can be mounted on the wall, integrating 
perfectly into the environment. In addition, the possibility of suspended installation guarantees maximum visibility 
even in large spaces or with high ceilings.

MULTIPLE COMPOSITION

Up to 6 units can be combined to create a single 
visually impressive video wall, perfect for capture the 
audience's attention in any environment. 
This configuration allows for customised displays 
tailored to suit different space sizes and display needs. 
display needs.

A SUSPENSION

It can be installed on the wall thanks to special hooks 
that guarantee a secure and stable fixing. This solution 
is ideal for those who want a fixed installation, perfectly 
integrated in the environment, without occupying 
space on the floor.

ON WALL

It can be installed hanging thanks to special supports 
that allow it to be securely fixed from above. 
This configuration is ideal for maximising visibility in 
environments with high ceilings, such as showrooms, 
offering a dramatic effect and ample visual visual coverage.

Please note:

Specifications are subject to change.
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Ledwall Bposter window display 

SIZES

WIDTH

HEIGHT

DEPTH

60 cm

202,5 cm

43 cm

DISPLAY

POINTS

BACKLIGHTING

RESOLUTION

VIEWING ANGLE

GREYSCALE

BRIGHTNESS

CONTRAST 

RESPONSE TIME

EFFECTIVE VIEWING AREA

1.8

LED

320x1080px

160°(H) / 160°(V)

14bit

0-2000cd/m2 (8 level adjustable)

6,000:1

 ≤0,5ms(Typ)

600x2025mm

PHYSICAL CHARACTERISTICS

WEIGHT

POWER SUPPLY

CONSUMPTION

SCREEN 

37kg

100-24V~50/60Hz

≤195W / ≤585W

83’’

TECHNICAL CHARACTERISTICS

VIDEO INTERFACE

AUDIO

CONTROL INTERFACE

TEMPERATURE

HUMIDITY

ACCESSORIES

I/O INTERFACES

HDMIx2(1in1out); USB 3.0x1

External Audio x 1 interface

RJ45x1

0°～40°14bit

10%～65%RH6,000:1

Spare parts, HDMI wire, 

Specification

HDMI OUT
HDMI IN
WIFI
COM 2
USB 3.0
COM 1
AUDIO OUT
SWITCH
SIgnal input

It is the perfect solution for those looking for an 
ultra-modern, high-definition display designed for 
window display. Thanks to its column format and 
integrated wheels, it is extremely easy to move 
and position wherever needed..

edwall Bposter window display 

TECHNICAL CHARACTERISTICS

Please note:

Specifications are subject to change.
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